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ABOUT US

Kamadhenu Cutting Tools Private limited is
an IS0 certified company, and shortly known
as KCT incorporated in the year of 2017. The
company is based & registered office at
Peenya, Bangalore. Our well experienced
management team over 20 years of
experiences in conventional machining
process & hosted a dedicated expert team to
provide value added cutting tools, technical
support with the best possible metal cutting
solutions.
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Precision Cutting Tools

FACILITIES & TECHNOLOGI

KCT adopted the Conventional Machining
Process with Single point & Multi point
cutting edges to innovating & designing, the
solid carbide cutting tools especially in
rotating type i.e. for d Lling & milling
applications. § % )

KCT uses latest hy’brid" German CNC

machines to deliver our_best product for

conventional machining prét;ess
Coating makﬁthe vital r@e in the tool Llf‘e s*
hence we outsoufcing with'the M/s Oerllkoﬁ
balzer for coatlng purposes & this is also
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Products & Services vRCT

KCT is the manufacturer of solid carbide rotating tools likes Drills, End-mills, Reamers, Hole-mills, T-
slot cutters, special tools and customized tools as per the customer on demands to providing the tooling

solutions & services for the same re-grinding & re-coating.
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Coolant Type Raw-Material Make Applications

* Normal Drill Range from  « Both Through Coolant & ¢ Tungsten carbide sintered = Sandvik Germany & IMC ¢ Ferrous, Non - Ferrous
@ 0.4mm to Max 36mm. Non-Through Coolant rod with cobalt percentage  Groups metals, Variety of alloys
» Step Drill Range from 1mm ranging from 8% to 13%. & Plastics .
to Max 30mm.
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Coolant Type Raw-Material Make Applications

* Normal Endmill Range from « Both Through Coolant & ¢ Tungsten carbide sintered = Sandvik Germany & IMC ¢ Ferrous, Non - Ferrous
@ 0.4mm to Max 36mm. Non-Through Coolant rod with cobalt percentage  Groups metals, Variety of alloys
ranging from 8% to 13%. & Plastics .






